






















Revised Memorandum of Agreement Between the State Water Resources Control Board and the 
Department of Conservation Division of Oil, Gas and Geothermal Resources Regarding 
Underground Injection Control, Discharges to Land, and Other Program Issues 

 

 

Appendix 
 

 Attachment 1 – UIC Project Review Process (“Flowchart”) 

 

 Attachment 2 – UIC Project Data Requirements (“Checklist”) 

 



 

 

 

 

 

 

 

Attachment 1 



 

 



 

 

 

 

 

 

 

 



 

 

 



 

 

 

 

 

 

 

Attachment 2 
 



Project Type (Disposal, Water 

Flood, Cyclic Steam, Steam 

Flood)

Number of Wells:

Date Project Submitted:

Project Data Requirements 

Complete

FALSE

FA(1)
FALSE

FA(2)

FALSE

FA(3)

FALSE

FA(4)
FALSE

FA(5)
FALSE

GS(1)
FALSE

GS(2)

FALSE

GS(3)

FALSE

GS(4)
FALSE

All maps, diagrams and exhibits required should be clearly labeled as to scale and purpose and shall clearly identify wells, boundaries, zones, contacts, and other relevant data 

that extend beyond the project area to ensure adequate review of the AOR.

Geologic overview of the formation including discussion on vertical (top & bottom seals) and lateral 

confinement.

Structural contour map drawn on a geologic marker at or near the top of each injection zone in the project 

area as defined by the AOR.  The map should show the wellbore paths of all existing and proposed wells in 

the map area with legible labels.2
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At least two geologic cross sections in the AOR through at least three wells, including one injection well in 

the project area.2
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For ACTIVE water disposal projects, determine current injectate front and pressure front to verify the 

AOR.1a 

For compliance with SDWA, if injection zone is less than 10,000 total dissolved solids (TDS) (underground 

source of drinking water or USDW) and project area is within an exempt aquifer then, determine the AOR 

for predicted project life.1a

For compliance with SDWA, if injection zone is less than 10,000 TDS (USDW) and project area is NOT 

entirely within an exempt aquifer then, submit a shut‐in plan for wells outside exempt aquifer and/or 

submit an aquifer exemption expansion application.

If injection zone is greater than 10,000 TDS (non‐USDW) then, determine AOR for predicted project life.1a

Submit calculation method with constants used for determining AOR.1a, 1b  

All data shall be submitted in a Division approved electronic format.

Isopach map of each injection zone or subzone in the project area as defined by the AOR.  The map should 

show the wellbore paths of all existing and proposed wells in the map area with legible labels.2

UNDERGROUND INJECTION CONTROL (UIC)
PROJECT DATA REQUIREMENTS

Checklist and Approval Memo

Project Category (Project by Project,  Periodic 

Review, New Project, Modified Project): 

Operator: 

Electronic submission of all subsurface mappable data (structure, isopachous, and Area of Review (AOR)) shall be submitted as a PDF and/or the corresponding 

geospatial shapefile(s) and grids that can be plotted using GIS, to show the AOR or Project Area determined. The polygons should clearly show the expected path of 

injectate, for life of the project.

Project No.: 
Field Name: 

Zone:
Reviewing Engineer:

The table below is a non‐exclusive checklist of essential data needed for DOGGR and the Water Boards’ evaluation of a UIC project under DOGGR’s requirements and 

the Water Boards’ requirements.

Location in the Data Package

Statement of primary purpose of the project.
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GS(5)

FALSE

ES(1)

FALSE

ES(2)

FALSE

ES(3)

FALSE

ES(4)
FALSE

ES(5)

FALSE

IP(1) FALSE

IP(2)
FALSE

IP(3)

FALSE

IP(4) FALSE

IP(5)
FALSE

IP(6) FALSE

IP(7) FALSE

IP(8)
FALSE

Representative electric log (type log) to a depth below the deepest producing zone identifying all geologic 

units, formations, freshwater aquifers, USDW(s), and oil and gas zones submitted as a PDF.2,3
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Reservoir characteristics of each injection zone, such as porosity, permeability, average thickness, areal 

extent, fracture gradient, original and present temperature and pressure, and original and residual oil, gas, 

and water saturations.

Reservoir fluid data for each injection zone, such as oil gravity and viscosity, liquid quality, and specific 

gravity of gas. Formation fluid TDS determination should be from actual samples when available or log 

derivations may be accepted with submission of LAS logs and all constants used for verification.

Wellbore construction data for all wells that penetrate the injection zone and Division permitted water‐

source wells (that will be used in conjunction with the project) within the project area as defined by the 

AOR. Include all casing strings/liners with perforated intervals, cement plugs, actual or calculated cement fill 

behind casing, casing damage/holes (squeezed & unsqueezed), and geologic markers including, but not 

limited to: injection zone depth(s) freshwater depth(s), and USDW(s). Wellbore construction data shall be 

submitted in a digital format as designated by the State Oil & Gas Supervisor.4

Plugging and/or abandonment program to remediate problem wells that penetrate the injection zone.

A planned well‐drilling program including a flood‐pattern map showing all injection, production, plugged 

and abandoned wells, unit boundaries, and Division permitted water‐source wells that will be used in 

conjunction with the project.
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A map showing injection facilities.5

Maximum anticipated surface injection pressure (pump pressure) and daily rate of injection, by well.

Monitoring system or method to be utilized to ensure that no damage is occurring and that the injection 

fluid is confined to the intended zone or zones of injection.

Method of injection.

List of proposed cathodic protection measures for plant, lines, and wells, if such measures are warranted.

Treatment of fluid injected.6

Electronic submission of the injection plan shall be submitted as a PDF and/or the corresponding geospatial shapefile(s) and grids that can be plotted using GIS, to show the 

Area of Review (AOR) determined.

Sources and analyses of the injection fluid to ensure injectate will not affect the quality of water that is, or 

may reasonably be, used for any beneficial use.7a, 7b

Project duration
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MR(1) FALSE

MR(2)
FALSE

MR(3)

FALSE

MR(4) FALSE

MR(5)

FALSE

1a.

1b.

2.

3.

4.

5.

6.

7a.

7b.

8.

9.

Any water quality data that will be used to justify the injection of fluids (e.g., showing that TDS concentrations within the propose injection zone are greater than 10,000 

milligrams per liter) must be accompanied by a written statement or report, prepared by a state‐registered professional geologist or professional engineer, indicating the 

degree to which the water quality data is representative of the injectate fluid or native formation waters and providing justification for that conclusion.   

Evaluation of the AOR, Project Area, and supporting calculations and assumptions.  Statement of the anticipated project duration, anticipated daily rate of injection (by well), 

and anticipated cumulative net volume of fluid to be injected.

Water well survey.  Water supply well locations within the project area should be presented on a map and displayed in a spreadsheet.  The water supply well survey should 

utilize the following data sources (at a minimum): DWR well completion reports and GeoTracker Groundwater Ambient Monitoring and Assessment (GAMA) information 

system.  The following information should be included in the spreadsheet: location information, type (municipal, domestic, irrigation, industrial, stock), status (active, idle, 

abandoned, destroyed), owner, well completion depth and zone name, and depths for all screened intervals.  On a case‐by‐case basis, an expanded well survey may be 

necessary based upon potential risk to beneficial use water outside the limits of the AOR.

These data are necessary in order to calculate hydraulic gradients and groundwater flow directions.

The type log should also include the well's API number, the BFW, all formation names, key e‐log markers, labeled geophysical curves and a vertical scale.  The type log should 

also show the base of USDW.  The method and data used to determine the base of USDW should be included in the application.

Information to include type of treatment and plan for the disposal of reject water.

Data on water quality of injection zone collected from wells located within the AOR and injectate.  The source of the injectate fluids should be identified including 

zone/formation and approximate volume percentages.  Sampling protocol for existing projects (project by project) should be provided.  Any proposed water sampling and 

analysis proposed for new or modified projects should follow the updated Notice to Operators (NTO, 2018).  

Identification of location and depth of all wells and bore holes.  Each well and bore hole diagram should depict the entire history (e.g. sidetracks, redrills, and other mechanical 

changes).

The map should show the location of any pretreatment facilities, location of proposed injection wells and any other injection wells plumbed to the facility.  

Copies of letters of notification sent to offset operators.

All water supply wells that are within the area of review and identified in public records or otherwise known 

to the operator. 8

Other data as required for large, unusual, or hazardous projects, for unusual or complex structures, or for 

critical wells. (Examples of such data are: isochore maps, water‐oil ratio maps, isobar maps, equipment 

diagrams, and safety programs.)

To help expedite the Water Board's review and to memorialize DOGGR’s analysis in a reference document, please identify the location of the data identified below.

All recent fluid levels from idle wells located within the AOR.9
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For ALL project reviews, provide an estimate of the anticipated distance and direction of migration of any Class II fluids to be injected during the remaining life of the project.  

The application must include a statement and supporting rationale demonstrating that injected Class II fluids have not (for ongoing projects) and will not (for any project) 

migrate beyond the boundaries of the exempt aquifer or into a USDW. Any evaluation of past, or anticipated future, migration of injected fluids involving geologic or 

engineering interpretation must be conducted by, or under the direct supervision of, a state‐registered professional geologist or professional engineer and signed and stamped 

by a registered professional to the extent required by California Business and Professions Code sections 6735, 7835, and 7835.1. 

Supporting maps, cross sections, well logs, calculations, and references to find more detailed information.  The maps should show the AOR and Project Area, existing 

exemption boundaries, faults (with displacement information), lines of cross‐section, a scale, north arrow and identify the name of formation or unit mapped.  Also, structural 

contour and isopach maps of upper and lower "confining" units."  Representative permeability and porosity values, if available, of the "confining" units should be labeled on 

these maps.  The cross sections should also show AOR(s), the proposed injection zone, confining units, the formation or units penetrated by injection with associated API 

numbers, water supply wells, locations of the base of fresh water (BFW) and USDW, and deviated wells within the line of section (i.e. wells near the cross‐section trace).  

A cover page including a statement that a licensed professional, whose signature and stamp appears at the 

bottom of the page, is responsible for all data, interpretations, and calculations, if any, subject to the 

requirements of Business and Professions Code sections 6735, 7835, and 7835.1.  If the operator 

determines that the submission does not include data, interpretations, or calculations subject to the 

requirements of Business and Professions Code sections 6735, 7835, and 7835.1, the cover page must so 

indicate, and must provide the name(s) and signature(s) of the individual(s) responsible for preparing the 

submission. 
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